
REFLECTOR FINISH

24°, 36°, 60°

Ceiling recessed 

Silver, White

220-240VAC

80 lm /W @ 3000K 

CITIZEN
LED Quality

350mA
Working CurrentC

7W
Rated powerW

IP20Mono

RECESSED  SPOTLIGHT 

RSL 0477

DIMENSIONS
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ORDERING LOGIC

Sample:RSL 0477  -  7 - CT27 - ND - 350mA - 24 - WH - SL - XX

PRODUCT CURRENT

350mA

BEAM ANGLE TRIM FINISH

24 - -

--

-

24°

36 36°

60

WH

BK

60°

White

Black

REFLECTOR FINISHCOLOR TEMPERATURE 

(CT30)

(CT27)

(CT40)

2700K

3000K

4000K

CONTROLWATTAGE

RSL 0477 Non Dimmable

Dali

Triac

1-10V

ND

DA

TR

AN

-

-

-

-

7 - 7W

RDL  Series

YYZ Recessed down lights are designed for  applications requiring Accent, general Lighting, range of choices 

of beam angles & adjustability.

-

-

SL

WH

Silver

White

CUSTOM

-XX XX

2700K, 3000K, 4000K

YYZ Recessed spot light is a high end track light with professional optic design with a range of 

choice of beam angles & adjust-ability. These ceiling recessed light are designed for applications 

requiring accent, general lighting.

7W

7W

350mA

LUMEN

90+

FEATURES

MATERIAL

FINISH

RATED POWER

RADIANCE ANGLE

WORKING CURRENT

MOUNTING

ELECTRICAL DATA

POWER CONSUMPTION

SUPPLY VOLTAGE

COLORS

CRI

White, Black

Aluminum

CONNECTION

LAMP LIFE 50,000 Hrs

Ø40 x 90mm (Cutout Ø44mm) DIMENSION

OPERATIN TEMP

CONTROL

-20° C   -  +50° C

On/Off, Dali, Triac, 1-10V

Indoor rated connections
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